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	This document is available as a Word document for use in plans and specifications.
	Sign CAD drawings are also available.  To request, call 800-258-1997.
	DESCRIPTION
	858-1.1  This item shall consist of furnishing and installing the L-858 guidance signs in accordance with these specifications and the details shown on the plans.  This item shall also include all wire and cable connections, the furnishing and install...
	EQUIPMENT AND MATERIALS
	858-2.1 GENERAL.
	858-2.1  The signs shall use a fluorescent lighting technology and shall be ETL certified and conform to the requirements of FAA Advisory Circular 150/5345-44 (latest version) “Specification for Runway and Taxiway Signs. The fluorescent L-858 signs sh...
	[include section 858-2.1a  if desire is to match existing Lumacurve signs on field]
	{858-2.1a Match Existing Signage
	CONSTRUCTION
	858-3.1   MODULARITY.
	To provide maximum flexibility to the airport, signs shall have a modular construction.  Modules shall be of a standard length and combined to make 1, 2, 3 and 4 module signs.  Signs must allow for future legend changes of various lengths by simply ad...
	PERFORMANCE
	858-3.2  LIGHTING SYSTEM.
	Signs shall use an energy efficient, long life fluorescent type lamp or engineer approved equal. The lighting technology shall be proven to be reliable in the outdoor environment for a minimum of 20 years.  Lamps shall be 5W with a minimum rated life ...
	To maximize maintenance personnel safety, there shall be no more than 170Vdc at any point inside the sign. In addition, the power supply circuit shall output a regulated DC current of 0.29 amps maximum.  The VA loading requirements shall not exceed th...
	858-3.3  REPLACEMENT PARTS POLICY
	[include section 858-3.4 if it is required to modify existing Lumacurve signs on field]
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	0TDimensions:
	0TFor further assistance, please call us at 800.258.1997.
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